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(57) Abstract: A damping device for traction ropes of cable cars comprises a carrying rope (2) suspended between a valley station 
and a mountain station, a traction rope (3) which is turned around on pulleys at the stations, at least one standard (9) for the ropes 
(2 3) provided along the path of the continuous ropeway and bearing a support and a roller battery, and a plurality of cabins (4) 
which are moved along the carrying rope (2) and can be coupled to the traction robe (3) by clamps (6). According to the invention, 
a lever (12) is hinged to the roller battery, preferably at the entrance to the roller battery, seen in the direction of displacement (16) 
of the cabins, and bears at its &ee end a cylinder (13) that engages the traction rope (3). The lever is loaded by springs or weights in 
the direction of the traction rope in such a way that the passage of the cylinder on the back of the clamp is smoothly started and the 
traction rope is supported when it is lowered upon the roller battery. 

(57) Zusammenfassung: Beschrieben wird eine Dampfungsvorrichtung fur Zugseile von Seilbahnen, umfassend ein Tragseil (2), 
das zwischen einer Tal- und einer Beigstation gespannt ist. ein durch Scheiben in Stationen umgelenktes Zugseil (3), mindestens 
eine Stutze (9) der Seile (2, 3), die langs des Veriauf s der Umlaufbahn vorgesehen ist und einen Trager und eine RoDenbatterie trSgt, 
und eine Vielzahl von langs der Tragseile (2) laufenden Kabinen (4), die am Zugseil (3) uber Klemmen (6) kuppelbar sind. Gem^ 
der Erfindung ist am Aufbau der Rollenbatterie bevorzugter Weise am Eingang der Rollenbatterie in Bewegungsnchtung (16) der 
Kabine ein Rebel (12) angelenkt. do- an seinwn freien Ende ein am Zugseil (3) angieifendes Rollchen (13) tragt, und der Rebel 
selbst durch Federmittel 
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VerofTentlicht: 

— mit intemaiionalem Recherchenbericht 

— vor Abiairf der fur Anderungen der Anspriiche geltenden 
Frist; Veroffentlichung wird wiederholt, falls Anderungen 
emtreffen 

Zur Erkldrung der Zweibuchstaben-Codes und der anderen Ab- 
kurzungen wird auf die Erklarungen ("Guidance Notes on Co- 
des and Abbreviations") amAnfang jeder regularen Ausgabe der 
PCT -Gazette verwiesen. 


Oder Gewichte in Richtung des Zugseils derail belastet ist, dass das Passieren dieser Rolle am RUcken der IGemme sanft gestartet 
wird und das Zagseil beim Absenken auf die Rollrabatterie begleitet wird. 


